
FIRST FLOOR
+0' - 0" A.F.F.

3

A103

105 104 103 102

T/ BRICK

EL: 2' - 8"

T/ BRICK

EL: 7' - 4"

1

1

2

2
6

6

55

8 8 8 8

FIRST FLOOR
+0' - 0" A.F.F.

3

A103

111-A

W2

111-B

T/ BRICK

EL: 2' - 8"

T/ BRICK

EL: 7' - 4"

1

1

2

2

9 7

6

6

10

5 5

100-2

812

FIRST FLOOR
+0' - 0" A.F.F.

4

A103

110

2

A102

1

1

2

2

6 66 5

3

T/ BRICK

EL: 2' - 8"

T/ BRICK

EL: 7' - 4"

11

8

FIRST FLOOR
+0' - 0" A.F.F.

4

A103

W1

112

T/ MASONRY

EL: 2' - 8"

T/ MASONRY

EL: 10' - 8"

W1

1

1

2

2

666 5

3

99

100-1

8 12

FIRST FLOOR
+0' - 0" A.F.F.

12"

4"

07 21 00-N

09 29 00-B

07 31 13-A

06 16 00-B

09 51 13-A

04 20 00-Q04 20 00-Q

07 21 00-A

03 30 00-B

03 30 00-G

07 71 00-E

07 62 00-J

2' - 0"

07 42 53-A

04 20 00-L

04 20 00-G

04 20 00-K

04 20 00-D

07 21 00-K

07 27 26-A

04 20 00-Q

04 20 00-L

04 20 00-D

04 20 00-G

04 20 00-H

04 20 00-K

32 13 13-A

03 30 00-E

03 30 00-D

B/ ANGLE

EL: 7' - 4"

T/ BRICK

EL: 2' - 8"

T/ MASONRY

EL: 10' - 8"

APPLIED DIRECTLY TO 
ENTIRE UNDERSIDE 
OF ROOF TRUSSES

06 10 53-C

07 31 13-C

05 50 00-C

05 12 00-D
(PAINTED)

04 20 00-M

04 20 00-H

(LIP BRICK)
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A102

EXTERIOR
ELEVATIONS

AND WALL
SECTIONS

T
E

N
N

IS
 F

A
C

IL
IT

Y

SCALE:  1/4" = 1'-0"A102

4 ELEVATION - NORTH
SCALE:  1/4" = 1'-0"A102

5 ELEVATION - SOUTH

SCALE:  1/4" = 1'-0"A102

3 ELEVATION - EAST

SCALE:  1/4" = 1'-0"A102

1 ELEVATION - WEST

SCALE:  1" = 1'-0"A102

2 WALL SECTION

ELEVATION NOTES
1 BRICK TYPE 1

2 BRICK TYPE 2

3 ASPHALT SHINGLE ROOF

4 MANUFACTURED GUTTER

5 MANUFACTIRED FASCIA CLADDING

6 MANUFACTURED DOWNSPOUT

7 OVERHEAD COILING DOOR

8 HOLLOW METAL DOOR & FRAME

9 2" x 6" ALUMINUM STOREFRONT SYSTEM WITH 1" INSULATED GLAZING

10 STEEL TRUSS. SEE STRUCTURAL.

11 WATER FOUNTAIN. SEE PLUMBING.

12 ALUMINUM DOOR & FRAME



R
E

F
.

IC
E

REF.

FIRST FLOOR
+0' - 0" A.F.F.

111-C

B1 B1

CT3

T9

FE

T/ COUNTER

2' - 10" A.F.F

AP2 AP1

EB

SSC PL2

8"

FP1

T7

FIRST FLOOR
+0' - 0" A.F.F.

B4 B5 B5 B5

W1 W1 W1

CT1

FE

FE

FE

T/CASEWORK

7' - 0" A.F.F

T/ COUNTER

2' - 10" A.F.F

108

W3
B/ WINDOW

EL: 2' - 8"

WT2 WT3

GROUT JOINT START 
ON CENTER OF WALL

W3FP1 W1

B5

EB

EQ EQ

FP1

SS1 PL1

2"

2"

2"

AEDFE1

102

ROOM NAME

R
 1/2"

8"

8"

BACK PAINTED ACRYLIC, 
COLOR: TBD

ENGRAVED 1" SANS 
SERIF MEDIUM LETTERS, 
COLOR: TBD

BRAILLE TO MATCH 
ROOM NAME

ENGRAVED 5/8" SANS 
SERIF MEDIUM LETTERS, 
COLOR: TBD

BRAILLE TO MATCH 
ROOM NAME

SIGNAGE GENERAL NOTES
1. CONTRACTOR SHALL VERIFY ALL SIGN TYPES ARE COMPLIANT WITH ALL 

APPLICABLE ACCESSIBLE REQUIREMENTS PRIOR TO FABRICATION.
2. CONTRACTOR SHALL SUBMIT SIGNAGE SCHEDULE TO ARCHITECT FOR 

APPROVAL PRIOR TO FABRICATION.
3. REFERENCE A001 FOR TYP. MOUNTING HEIGHTS
4. COLORS SHALL BE SELECTED BY ARCHITECT.
5. SIDES OF SIGN SHALL BE PAINTED TO MATCH SIGN FACE
6. PROVIDE (1) SIGN ON THE PUBLIC SIDE OF EVERY DOOR OF EVERY ROOM.

SIGNAGE LOCATION SCHEDULE

SIGN TYPE LOCATIONS

       A TEAM ROOM 100, COACH'S OFFICE 101, VESTIBULE 106, 
CHANGING ROOM 107, TRAINER 108, STORAGE 109, EQUIPMENT 
STORAGE 110, VENDING 111, ELECTRICAL 112

       B TOILET 102, TOILET 103, TOILET 104, TOILET 105, TOILET 107A, 
TOILET 107B

RESTROOM
R
 1/2"

8"

8"

BACK PAINTED ACRYLIC, 
COLOR: TBD

4" TALL ENGRAVED 
GENDER AND H.C. 
SYMBOL, COLOR: TBD

ENGRAVED 5/8" SANS 
SERIF MEDIUM LETTERS, 
COLOR: TBD

BRAILLE TO MATCH 
ROOM NAME

FIRST FLOOR
+0' - 0" A.F.F.

8"

1 
1/

2"
4"

1'
 - 

1"

W
/ A

D
A

 R
E

Q
.

1'
 - 

5"
 C

O
M

P
LY

1' - 2"

SCHED.

SEE

1" TREATED 2X GROUND CONTINUOUS

22 GA. 1.0" NOM. GALVANIZED 
METAL FORM DECK - SCREW 
DECK TO TO GROUTED MASONRY

PROVIDE BOND BREAKER AT BENCH 
CONSTRUCTION TO CMU WALL

CHAMFER EDGES 
(TYPICAL)

#4 REBAR @ 16" O.C.

EPOXY RESINOUS 
COVE BASE

06 10 53-C

04 20 00-P04 20 00-P
GROUT SOILID

REFER TO FINISH LEGEND 
FOR STAIN

FIRST FLOOR
+0' - 0" A.F.F.

T/ COUNTER

2' - 10" A.F.F

T/CASEWORK

7' - 0" A.F.F

W2 W1 W1 W2

B3B5 B4B5B3FP1 FP1

FP1FP1 W3

SS2 PL2
CT1

FE FE

2 3/4"

2 3/4"
2 3/4"

2 3/4"
FIRST FLOOR
+0' - 0" A.F.F.

W3

101 106-A

TB1

B/ WINDOW

EL: 2' - 8"

EB
9' - 0" 2' - 6"

2' - 6"

EP3

SIGNAGE PROVIDED 
BY OWNER

EP2

65.0
0°

EP1

FIRST FLOOR
+0' - 0" A.F.F.

MB1 MB1

W1 W1

TV1
EQ. EQ.

WS1 WS1

EB
7' - 6"

EP2 EP3ATHLETIC FONT, 14"H

65.0
0°

EP1
12' - 4"

1' - 6"1' - 6"

1' - 6"

9"
1'

 - 
2"

2' - 6"

A105

A105

7

9

TEAM ROOM

100
STORAGE

109

EQUIPMENT
STORAGE

110

VENDING

111

TRAINER

108

CHANGING
ROOM

107

TOILET

107BTOILET

107A

VESTIBULE

106COACH'S
OFFICE

101

ELECTRICAL

112

TOILET

102

TOILET

103 TOILET

104

TOILET

105

A105

5A105

4

A105

6

SS2

PL2

SS1

PL1

EP3

EP2

EP2

EF1

EB EP1

SC1

B1 EP1

EF1

EB EP1
EF1

EB EP1

EF1

EB EP1

EF1

EB EP1

EF1

EB EP2

EF1

EB EP2

SC1

B1 EP1EF1

EB EP1

EF1

EB EP1

EF1

EB EP2

EF1

EB EP2

EF1

EB EP2

EF1

EB EP2

A105

11

10

8

SC2

EP3

SSC

A105

11

Sim

PL2

GENERAL FINISH NOTES
A. ANY DISCREPANCIES WITHIN THE DOCUMENTS SHOULD BE 

BROUGHT TO THE ATTENTION OF CSO ARCHITECTS PRIOR TO 
INSTALLATION. THESE DOCUMENTS WILL GOVERN OVER PREVIOUS 
SUPPLEMENTAL DRAWINGS.

B. THE SCHEDULED MATERIALS SHALL NOT BE INSTALLED BEFORE THE 
CONTRACTORS ACTUAL COLOR SUBMITTALS HAVE BEEN APPROVED, 
AS CALLED FOR IN THE SPECIFICATIONS. IF ANY MATERIAL IS 
INSTALLED BEFORE APPROVAL, THE CONTRACTOR WILL BE 
RESPONSIBLE FOR ALL ERRONEOUS SPECIFICATIONS.

C. ALL SURFACES RECEIVING FINISHES SHALL BE PROPERLY PREPARED 
PER MANUFACTURERS' SPECIFICATIONS PRIOR TO INSTALLATION.

D. FOR CHANGE IN FLOOR FINISH MATERIAL, PROVIDE TRANSITION 
STRIP AT DOOR UNO. G.C. IS TO SUBMIT COLOR SAMPLES OF 
RUBBER TRANSITION STRIPS TO ARCHITECT/DESIGNER FOR 
APPROVAL AND SELECTION OF COLOR.

E. WHEN FLOOR FINISHES TRANSITION AT DOOR OPENING THE 
TRANSITION IS TO BE ON CENTER OF THE DOOR U.N.O.

F. SEE INTERIOR PAINT SPECIFICATIONS FOR SCHEDULE OF COATING 
TYPE PER SUBSTRATE.

G. PAINT WALLS BEFORE INSTALLING MARKER BOARDS, TACKBOARDS, 
ETC.

H. ALL HOLLOW METALS DOORS & FRAMES ARE TO BE PAINTED (P1).
I. ALL WINDOW STOOLS ARE TO BE (SS2).
J. WHERE TILE TO TILE TRANSITIONS OCCUR, TRIM (WT1) WITH 

SCHLUTER JOLLY IN SATIN BRASS. SEE ELEVATION 11/A105.
K. WHERE TILE TO EPOXY BASE TRANSITIONS OCCUR, TRIM (WT1) WITH 

SCHLUTER JOLLY IN SATIN NICKEL. SEE ELEVATION 11/A105.
L. ALL GWB CEILINGS AND/OR BULKHEADS TO HAVE FACES PAINTED TO 

MATCH ADJACENT WALLS, AND UNDERSIDE TO BE PAINTED (P2), 
U.N.O.

M. WALL TILE TO BE INSTALLED WITH THE RECOMMENDED GROUT 
THICKNESS PER TILE MANUFACTURER.

FINISH  LEGEND        

FLOOR FINISHES

           MFR:
STYLE:

SIZE:
BLEND:

LOCATION:

TNEMEC
FULL REJECTION, DOUBLE BROADCAST
1/4" FLAKE
10% F1090 CHARCOAL
10% F1820 WHITE
20% F9903 ONLINE
10% F9957 TAUPE
20% F9958 ALPACA WHITE
20% F9959 ANTIQUE WHITE
10% F1360 FOREST GREEN
GENERAL FLOORING

EPOXY RESINOUS FLOORING

EPOXY BASE 

MFR:
STYLE:
BLEND:

FLAKE SIZE:
SIZE:

LOCATION:

MATCH EF1
MATCH EF1
MATCH EF1
MATCH EF1
4" H
GENERAL BASE

WALL BASE

EF1

EB

EPOXY PAINT

WALL FINISHES

PAINT

EP1            MFR:
COLOR:

NOTE:

SHERWIN WILLIAMS
SW7056 RESERVED WHITE
GENERAL WALL PAINT

EP2            MFR:
COLOR:

NOTE:

SHERWIN WILLIAMS
SW0055 LIGHT FRENCH GRAY
TOILETS, LIGHT NEUTRAL ACCENT

P1            MFR:
COLOR:

NOTE:

SHERWIN WILLIAMS
SW7062 ROCK BOTTOM
METAL DOORS & FRAMES

EP3            MFR:
COLOR:

NOTE:

SHERWIN WILLIAMS
TO MATCH PANTONE 357
SHAMROCK GREEN 
GREEN ACCENT

P2            MFR:
COLOR:

NOTE:

SHERWIN WILLIAMS
SW7007 CEILING BRIGHT WHITE
GWB CEILINGS

           TYPE:
LOCATION:

SEALED CONCRETE
EQUIPMENT STORAGE & ELECTRICAL

CONCRETE

SC1

RUBBER BASE 

MFR:
STYLE:

COLOR:
LOCATION:

JOHNSONITE
4" COVE
168 THUNDER
EQUIPMENT STORAGE & ELECTRICAL

B1

WALL TILE

CASEWORK AND COUNTERTOPS (CONTINUED)

MFR:
STYLE:

COLOR:
SIZE:

INSTALL:
LOCATION:

PLATFORM SURFACES
PIETRA
GREY LIMESTONE
12" X 24"
VERTICAL STACK BOND
TOILET WET WALLS. SEE 11/A105.

WT1

PLASTIC LAMINATE

CASEWORK AND COUNTERTOPS

           MFR:
COLOR:
FINISH:

LOCATION:

WILSONART
GREY ELM 8201K-12
SOFTGRAIN FINISH
TEAM ROOM CASEWORK

PL1

SOLID SURFACE

           MFR:
COLOR:

EDGE:
LOCATION:

CORIAN
ASH AGGREGATE
EASED
TEAM ROOM COUNTER

SS1

MFR:
STYLE:

COLOR:
FINISH:

SIZE:
INSTALL:

LOCATION:
NOTE:

CROSSVILLE
RETRO ACTIVE 2.0
RACING GREEN
UNPOLISHED
4" X 12"
1/3 OFFSET
ACCENT TILE
RANDOM MIX: 75% WITH (WT3). 
SEE 9/A105 AND 11/A105.

WT2

           MFR:
COLOR:

EDGE: 
LOCATION:

CORIAN
ANTARCTICA
EASED
TRAINER COUNTER & 
WINDOW STOOLS

SS2

           MFR:
COLOR:
FINISH:

LOCATION:

WILSONART
PORTICO TEAK 8210K-28
GLOSS LINE FINISH
TRAINER & VENDING CASEWORK

PL2

MFR:
STYLE:

COLOR:
FINISH:

SIZE:
INSTALL:

LOCATION:
NOTE:

CROSSVILLE
RETRO ACTIVE 2.0
RACING GREEN
POLISHED
4" X 12"
1/3 OFFSET
ACCENT TILE
RANDOM MIX: 25% WITH (WT2). 
SEE 9/A105 AND 11/A105.

WT3

MISCELLANEOUS

           TYPE:
MFR:

STLE:
COLOR:

LOCATION:

STAINED CONCRETE
SCOFIELD
LITHOCHROME CHEMSTAIN
C-10 COOL GRAY
CHANGING ROOM BENCH

SC2

CONCRETE

           TYPE:
LOCATION:

STAINLESS STEEL COUNTER
VENDING

SSC

COUNTERTOPS

WALL FINISHES (CONTINUED)

FIRST FLOOR
+0' - 0" A.F.F.

B2 B4

CT2

FP1

T/ COUNTER

2' - 10" A.F.F

EB

FE

7"

SSC PL2

FIRST FLOOR
+0' - 0" A.F.F.

111-A

AP1

111-B

SB1SB1SB1EB

SSC
T/ COUNTER

2' - 10" A.F.F

CT2

FIRST FLOOR
+0' - 0" A.F.F.

RANDOMLY MIX (WT3) WITH 
(WT2); (WT3) TO MAKE UP 
25% OF TILE PATTERN

6'
 - 

0"

SCHLUTER JOLLY CAP IN 
SATIN BRASS AT TOP OF (WT1)

WT3

WT2

WT1

SCHLUTER JOLLY CAP IN SATIN 
NICKEL AT BOTTOM OF (WT1)

GROUT JOINT START 
ON CENTER OF WALL

EB

EQ. EQ.
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A105

FINISH PLAN,
SIGNAGE &
INTERIOR

ELEVATIONS

T
E

N
N

IS
 F

A
C

IL
IT

Y

SCALE:  1/4" = 1'-0"A105

7 VENDING INTERIOR ELEVATION

SCALE:  1/4" = 1'-0"A105

9 TEAM ROOM INTERIOR ELEVATION

SCALE:  6" = 1'-0"A105

2 TYPE "A"
SCALE:  6" = 1'-0"A105

3 TYPE "B"

CASEWORK SCHEDULE

Type Mark DESCRIPTION
SPEC.

SECTION MANUFACTURER MODEL SIZE TYPE COMMENTS

B1 BASE CASEWORK - OPEN FRONT 1 SHELF 12 32 16 STEVENS INDUSTRIES 10101 36"Wx32"Hx29"D -

B2 BASE CASEWORK - 1 DRAWER 1 DOOR 12 32 16 STEVENS INDUSTRIES 10422 24"Wx32"Hx24"D PROVIDE LOCK

B3 BASE CASEWORK - 1 DRAWER 2 DOOR 12 32 16 STEVENS INDUSTRIES 10430 30"Wx32"Hx24"D PROVIDE LOCK

B4 BASE CASEWORK - ADA SINK BASE 2 DOOR 12 32 16 STEVENS INDUSTRIES 10479 36"Wx32"Hx24"D PROVIDE LOCK

B5 BASE CASEWORK - 1 DRAWER 2 DOOR 12 32 16 STEVENS INDUSTRIES 10430 36"Wx32"Hx24"D PROVIDE LOCK

CT1 SOLID SURFACE COUNTERTOP 12 36 61 SEE SPEC - 24" DEPTH

CT2 STAINLESS STEEL COUNTERTOP 12 36 16 SEE SPEC - - 24" DEPTH

CT3 STAINLESS STEEL COUNTERTOP 12 36 16 SEE SPEC - - 30" DEPTH

FP1 FILLER PANEL 12 32 16 STEVENS INDUSTRIES - - -

SB1 SUPPORT BRACKET 06 40 00 RAKKS EH-1818 - -

W1 WALL CASEWORK - 2 DOOR 12 32 16 STEVENS INDUSTRIES 15129 36"Wx30"H14"D PROVIDE LOCK

W2 WALL CASEWORK - 2 DOOR 12 32 16 STEVENS INDUSTRIES 15129 30"Wx30"Hx14"D PROVIDE LOCK

W3 WALL CASEWORK - 2 DOOR 12 32 16 STEVENS INDUSTRIES 15129 36"Wx18"Hx14"D PROVIDE LOCK

SCALE:  1/2" = 1'-0"A105

12 LK1 SECTION

SCALE:  1/4" = 1'-0"A105

5 TRAINER INTERIOR ELEVATION
SCALE:  1/4" = 1'-0"A105

4 TEAM ROOM INTERIOR ELEVATION

SCALE:  1/4" = 1'-0"A105

6 TEAM ROOM INTERIOR ELEVATION

SCALE:  1/8" = 1'-0"A105

1 FIRST FLOOR FINISH PLAN

SCALE:  1/4" = 1'-0"A105

10 VENDING INTERIOR ELEVATION

SCALE:  1/4" = 1'-0"A105

8 VENDING INTERIOR ELEVATION

SCALE:  1/4" = 1'-0"A105

11 TYP. TOILET WET WALL
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